Data Sheet

Mixing / Overhead Stirrers

Technical Data

Stirring quantity max. (H20) [I] 100
Motor rating input [W] 121
Motor rating output [W] 99

Motor principle
Speed display

Brushless DC
7 segment LED

L. Speed range [rpm] 0/6 - 2000
E U ROSTAR 200 d |g |ta| Reversible direction of rotation no
Intermittent operation no
| rful lab . for hiahly vi licati Viscosity max. [mPas] 100000
Ex;n_ame y _powe' u af oratory_sftlrrer or 1|g Iy:_l:;couls app |cat|9nsII Output max. at stirring shaft [W] a4
ag_ |ntenhS|ve mn)(;lng or ?]uar_ltmes up to 100 | ( ”OL t a#torlnatlca y Permissible ON time [%] 100
a_ Ju.sts the speed through microprocessor controlled technology Torque max. at stirring shaft [Nem] 200
within the speed range of 0/6 - 2000 rpm (two speed ranges). Safety torque | max. [Ncm] 200
circuits installed ensures automatic cut-off in an anti-stall or overload orque Il max. [Nem] 0
coqdltlgns. Contlnupu; comparison of shaft spegd to des'lred speed is Speed range | (50 Hz) [rpm] 6- 400
maintained and variations are adjusted automatically. This guarantees "
d even with changes in viscosities of the sample Speedrange Il 50 1z) [rom) 302009
a constant speed g ple. Speed range | (60 Hz) [rpm] 6 - 400
iqital d displ Speed range Il (60 Hz) [rpm] 30 - 2000
- Dlglt_a Spee_ ISplay Speed control stepless
- Infinitely adjustable speed "
. Setting accuracy speed [+rpm] 1
- Push-through agitator shafts deviation of speed 200 . 3
) load protection eviation of speed measurement n > rpm [£rpm]
Overloa p . deviation of speed measurement n < 300rpm [+%] 1
- Short-term overload operation - -
. . Stirring element fastening chuck
- Slim casing T ’
A . emperature display no
- (E?Lllet Opderaé!onl Plug-in coupling (&) [mm] 10
- Error code display Chuck range min. diameter [mm] 0.5
Chuck range max. diameter [mm] 10
) . Hollow shaft, inner diameter [mm] 10.3
Accessories: R 1342 Propeller stirrer, 4-bladed, R 1345 Propeller -
Hollow shaft (push-through ¢ when stopped) yes

stirrer, 4-bladed, R 1381 Propeller stirrer, 3-bladed, R 1382 Propeller
stirrer, 3-bladed, R 1385 Propeller stirrer, 3-bladed, R 1388 Propeller

Fastening on stand

extension arm

. N Extension arm diameter [mm] 16
stirrer, 3-bladed, R 1389 (PTFE-coated) Propeller stirrer, 3-bladed, R £ :

. . . : . X xtension arm length [mm] 220

1311 Turbine stirrer, R 1312 Turbine stirrer, R 1313 Turbine stirrer, R Torque display o

1300 Dissolver stirrer, R 1302 Dissolver stirrer, R 1303 Dissolver Nominal torque [Nm] 2

stirrer, R 1352 Centrifugal stirrer, R 1355 Centrifugal stirrer, R 1375 Timer o

Paddle stirrer, R 1376 Paddle stirrer, R 1330 Anchor stirrer, R 1331
Anchor stirrer, R 1333 Anchor stirrer, R 301 Stirring shaft protection, R
270 Boss head clamp, R 271 Boss head clamp, RH 5 Strap clamp, R

housing material
clean room qualified

alu-cast coating / thermoplastic polymer
no

X explosion proofed no
2722 H-Stand, R 2723 Telescopic stand Dimensions (W x H x D) [mm] o1 x 274 x 209
Weight [kg] 4.6

Permissible ambient temperature [°C] 5-40

Permissible relative moisture [%)] 80

Protection class according to DIN EN 60529 IP 40

RS 232 interface no

USB interface no

Analog output no

Voltage [V] 230/100 -115/100

Frequency [Hz] 50/60

Power input [W] 130

Ident. No. 0003990001

Quasar Instruments, LLC
4835 Centennial Blvd.
Colorado Springs, CO 80919

T. 877-535-8001 F.719-574-2404 E. Sales@gqi-us.com
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